ACCLAIM LED ZOOMSPOT

» Photometric Data(Minimum angle) @3200K

Luminaire specifications

Optical system: Zoom range from 22.2 to 48.6 degree @50%

Beam angle(50%): 22.2 degree
Field angle(10%o): 24.4 degree
CRI: 83.4(Ra)

CCT: 3202K

Tm30: Rf/82 Rg/115
IHluminance

3200K 9880 3100

Remark: R 100% G 6% B 19% L 100%

Light output

1130

COLOR | Total(lumens)

3200K 4832

Lightdistribution

Measured on: 3200K
Beam center: 35044cd
Thin dashed lined: Indicates 50% of Peak

Beam angle(50%6): 22.2 degree
Field angle(10%06): 24.2 degree

COLOR i Lux Lux Lux Lux

373

r(watts) | Efficacy(Im/w)
173 28

Full intensity in 3200K

Flux out:3601 lm

6.562ft | 704.7,793.7fc 2,5461t
2m 7585,85441x 77.62cn

5.093£t
155.23cm

13,12ft | 176.2,198.4fc
in 1896,21361x

19.69ft | 76.30,88.19ic 7.639£t
6m | 842.8,949.31x 232.85cm
26.25ft | 44.04,49.61fc 10.1%9ft

8m | 474.1,534.01x 310.46cm

32.81ft 12.73£
10m | 303.4,341.71 388.08cn
Height Eavg, Emax 1/2 peak:22.2 deg Diameter

1/10 peak:24.4 deg

Isolux diagram (Unit: Ix)
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ACCLAIM LED ZOOMSPOT

» Photometric Data(Medium angle) @3200K

Luminaire specifications

Optical system: Zoom range from 22.2 to 48.6 degree @50%

Beam angle(50%): 36.5 degree
Field angle(10%o): 40.4 degree
CRI: 83.5(Ra)
CCT: 3202K
Tm30: Rf/82 Rg/115
IHluminance
COLOR Lux Lux Lux Lux
3200K 11900 1780 689 199

Remark: R 100% G 6% B 19% L 100%

Light output

COLOR | Total(lumens) Efficacy(Im/w)
173 27

3200K 4750

Lightdistribution

Measured on: 3200K

Beam center: 14835cd

Thin dashed lined: Indicates 50% of Peak
Beam angle(50%6): 36.5 degree

Field angle(10%6): 40.4 degree

6.562ft

13.12ft

19.68ft

26.25ft

\
261.0,307.4fc ﬂ_ _\ 4.341ft
| 2809,33091x \ 132.30cm
\
|
65.25,76.86c S 8.681ft
im | 702.3,827.31x ) 264.60cn
[
29.00,34.16fc — 13.026t
6m | 312.2,367.71x e 396.90cm
|
16.31,19.21f¢ — —] 17.36ft
fm | 175.6,206.81x — 529.21cm
/

o \
32.81ft | 10.44,12.30fc | — — 21.7f¢
10m| 112.4,132.41 o 661.51cm

1

Height

Full intensity in 3200K

Flux out:3952 Im

Eavg, Enax 1f2peak:36.5 deg Diameter

1/10 peak:40.4 deg

Isolux diagram (Unit: Ix)

C0 PLANE ISOLUX DIAGRAM (UNIT:1x)
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ACCLAIM LED ZOOMSPOT

» Photometric Data(Maximum angle) @3200K

Luminaire specifications

Optical system: Zoom range from 22.2 to 48.6 degree @50%

Beam angle(50%): 48.6 degree
Field angle(10%o): 53.4 degree
CRI: 83.8(Ra)
CCT: 3202K
Tm30: Rf/82 Rg/115
IHluminance
COLOR i Lux Lux Lux Lux
3200K 6280 796 329 114

Remark: R 100% G 6% B 19% L 100%

Light output

COLOR | Total(lumens) Efficacy(lm/w)
3200K 4550 172 26
Lightdistribution

Measured on: 3200K
Beam center: 7586¢d
Thin dashed lined: Indicates 50% of Peak

Beam angle(50%6): 48.6 degree
Field angle(10%06): 53.4 degree

Full intensity in 3200K

Flux out:3796 Im

)
||II
I
II !II
[
[
6.562ft | 135.2,165.3fc | | 5.852ft
Im 1455,17781x III | 178.36cm
f \
|I III
II 1
II I|
/ \
) 1
13.12ft | 33.80,41.33fc J',,_—._,l 11.7ft
F—
im | 363.8,444.81x I \ 356.72cm
[
f
| \
II I|
|I III
19.69ft | 15.02,18.37fc |':——;| 17.56ft
em | 161.7,197.71x | III 535.08cm
II I|
II ]I
[I ]I
/ |
’ l.
26.25ft | 8.449,10.33fc JC E 23.41f¢
fm| 90.95,111.21x | '.I T13.44cm
)
| \
IlI II
| \
| \
II I|I
32.81ft 5.41}8,5.612&(" >' 29.26ft
1= | 38.21,71.171x \ 891.79cm
f \
Height Eavg, Emax 1/2 peak:48.€ deg Diameter

1/10 peak:53.4 deg

Isolux diagram (Unit: I1x)

C0 PLANE ISOLUX DIAGRAM (UNIT:1lx)

MH (m)
14| \
18 )
l”
zz| |l b
26
ao
34 I
— V\
!
3g
4z - A\
I /.I
46 -
0. - 17.0 34.0
. 43.0 7.10 S (m)
35.0 5.70
28.0 3.50
21.0 _ =z.mo0
- 14.0 2.10

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

» Photometric Data(Minimum angle) @5600K

Luminaire specifications
Optical system: Zoom range from 22.3 to 46.1 degree @50%

Beam angle(50%):
Field angle(10%o):
CRI:

CCT:

Tm30:

Iluminance

5600K

9670

22.3 degree
24.5 degree
84.4(Ra)
5601K

Rf/80  Rg/109

COLOR i Lux Lux Lux Lux

3020 1110 365

Remark: R 100% G 34% B 56% L 100%

Light output

COLOR | Total(lumens) Efficacy(lm/w)
166 29

5600K 4746

Lightdistribution

Measured on:

Beam center:

Thin dashed lined:
Beam angle(5026):
Field angle(10%0):

5600K

35280cd

Indicates 50% of Peak
22.3 degree

24.5 degree

Full intensity in 5600K

Flux out:3644 lm

6.562ft | 713.1,798,5fc 2,5258¢t
2n 7676,85951% 76.96cm
13.12ft | 178.3,199.6fc 5.05£t
i 1919,21491x 153.93cm

7.5758t
230.89cn

19.69ft | 79.23,88.73fc
6m| 852.9,955.11x

26,25ft | 44.57,49.91fc

Bn | 479.7,537.21x 307.85cm

32.81ft | 28.52,31.94fc 12.63£t
10m | 307.0,343.81: 384.82cn
Helght Eavg, Emax 1/2 peak:22.3 deg Diameter

1/10 peak:24.5 deg

Isolux diagram (Unit: I1x)

C0 PLANE ISOLUX DIAGRAM (UNIT:1x)
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ACCLAIM LED ZOOMSPOT

» Photometric Data(Medium angle) @5600K

Luminaire specifications

Optical system: Zoom range from 22.3 to 46.1 degree @50%

Beam angle(50%): 36.8 degree
Field angle(10%o): 40.9 degree
CRI: 84.4(Ra)

CCT: 5601K

Tm30: Rf/80 Rg/109
IHluminance

5600K 11800 1740
Remark: R 100% G 34% B 56% L 100%

Light output

COLOR | Total(lumens) Efficacy(lm/w)
165 28

5600K 4648

Lightdistribution

Measured on: 5600K
Beam center: 14867cd
Thin dashed lined: Indicates 50% of Peak

Beam angle(50%6): 36.8degree
Field angle(10%6): 40.9 degree

COLOR i Lux Lux Lux Lux

Full intensity in 5600K

Flux out:4003 ln

6.562ft | 264.4,308.1fc 4.3446c
n 2846, 33161x 132.42cn
13.12£¢ | £6.09,77.01f¢ 8.683£t

dm | T11.4,829.01x 264.83em

13.03£¢
397, 25¢em

19.65f¢ | 29.37,34.23fc
6m | 316.Z,368.41x

26,25ft | 16.52,19,25fc
8m | 177.9,207.21x

17,38ft
529.67cm

32.81£

10m | 113.8,132.6

Helght Bavg, Emax 1/2 poak:36.8 deg Diameter
1/10 peak:40.9 dey

Isolux diagram (Unit: I1x)
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ACCLAIM LED ZOOMSPOT

» Photometric Data(Maximum angle) @5600K

Luminaire specifications
Optical system: Zoom range from 22.3 to 46.1 degree @50%

Beam angle(50%): 46.1 degree
Field angle(10%o): 54 degree
CRI: 84.8(Ra)
CCT: 5601K
Tm30: Rf/80 Rg/109 Full intensity in 5600K
Flux out:3376 Im
IHluminance \
COLOR Lux Lux Lux Lux 6.562ft | 138.5,169.3fc L’_ _\ 5.475ft
2m 1491,18231x o \ 166.8%cm
5600K 6140 783 321 118 \
Remark: R 100% G 34% B 56% L 100%
/
13.12ft | 34.63,42.33fc — 10.95ft
| 372.7,455.71x - __\ 333.78cm
/
19.69ft | 15.39,18.81fc — 16.43ft
em | 165.7,202.51x e 500.66cm
Light output
COLOR | Total(lumens) | Power(watts) | Efficacy(Im/w) /
5600K 4525 166 27 26.25Ft | B.657,10.588c |—— | 21.9ft
Bm | 93.18,113.91x T €67.55¢cm
/
32.81ft — ___"j‘ 27.38ft
10n — 834.44cm
Height Eavg, Emax 1/2 peak:46.1 deg Diameter
1/10 peak:54 deg
Lightdistribution Isolux diagram (Unit: I1x)
C0 PLANE ISOLUX DIAGRAM (UNIT:1lx)
MH (m}
14 __'_ﬂ:-:&
ie - }
22 E el \
26 .
30
34
38
42 T s AN
Measured on: 5600K P -
Beam center: 7923cd
) ) X 0.0 17.0 34.0
Thin dashed lined: Indicates 50% of Peak 440 7.30 s (m)
Beam angle(50%6): 46.1 degree e S
Field angle(10%0): 54 degree fzz — zzz

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

» Photometric Data(Minimum angle) @Full On

Luminaire specifications

Optical system: Zoom range from 22.2 to 47.9 degree @50%

Beam angle(50%): 22.2 degree
Field angle(10%o): 24.4 degree
CRI: 83.8(Ra)
CCT: 7213K
Tm30: Rf/79 Rg/102
IHluminance
COLOR i Lux Lux Lux Lux
7000K(full on) 10000 3140 1140 376

Light output

COLOR Total(lumens) Efficacy(Im/w)

7000K
(full on) 4736 165 29
Lightdistribution

=150 T_ftia_ol]f"' 150

Measured on:
Beam center:
Thin dashed lined:

Beam angle(5026):
Field angle(10%0):

7000K(Full on)
35783cd

Indicates 50% of Peak
22.2 degree

24.4 degree

Full intensity in 7000K

Flux out:3701 Im

6.562ft | 724.3,810.8fc 2.517f¢
2n 7796,87281x 76.71cm
13.12ft | 181.1,202.7fc 5.033£t
im 1949,21821x 153.42cm

19,691t | 80.47,90.09£c

6m| 866.2,969.71x 230,13cm

10.07£¢
306.84cm

26,25ft | 45.27,50.68fc
bm | 487.2,545.51x

12.58£¢
383.55cm

32,816t | 28.97,32.43fc
10m | 311.8,349.1L

Helght Eavg, Emax 1/2 peak:22.2 deg Diameter
1/10 peak:24.4 deg
Isolux diagram (Unit: I1x)
€0 PLANE ISOLUX DIAGRAM (UNIT:1x)
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** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

» Photometric Data(Medium angle) @ Full On

Luminaire specifications

Optical system: Zoom range from 22.2 to 47.9 degree @50%

Beam angle(50%): 36.8 degree
Field angle(10%o): 40.4 degree
CRI: 83.9(Ra)
CCT: 7213K
Tm30: Rf/79 Rg/102
IHluminance
COLOR i Lux Lux Lux Lux
7000K(full on) 12100 1790 687 201

Light output
COLOR Total(lumens) Efficacy(Im/w)
7000K

(full on) 4732 166 29

Lightdistribution

Measured on: 7000K(Full on)

Beam center: 15123cd

Thin dashed lined: Indicates 50% of Peak
Beam angle(50%6): 36.8 degree

Field angle(10%6): 40.4 degree

Full intensity in 7000K

Flux out:4065 ln

6.562ft | 268.5,313.4fc 4,344t
n 2890,33731x 132.42cn
13.12f¢ | 67.12,78.34fc 8.689£t
im| 722.4,843.31x 264.8%cn

13,03t
397.25¢n

19.69£t | 29.83,34.82ic
fm| 321.1,374.81x

26.25ft | 16.78,19.59fc
8m| 180.6,210.81x

17,38t
529.67cn

32.81ft | 10.74,12.53fc 21,728
10m | 115.6,134.91 662.0%n
Height Eavg, Emax 1/2 peaki36.8 deg Diameter

1/10 peak:40. ddeg

Isolux diagram (Unit: I1x)

C0 PLANE ISOLUX DIAGRAM (UNIT:1lx)
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** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

» Photometric Data(Maximum angle) @7000K

Luminaire specifications

Optical system: Zoom range from 22.2 to 47.9 degree @50%

Beam angle(50%): 47.9 degree
Field angle(10%o): 54 degree
CRI: 83.8(Ra)
CCT: 7213K
Tm30: Rf/79 Rg/102
IHluminance
COLOR i Lux Lux Lux Lux
7000K(full on) 6350 806 333 118

Light output

COLOR Total(lumens) Efficacy(Im/w)

7000K

(full on) 4612 166 28

Lightdistribution

-/+180

suiul

Measured on: 7000K(Full on)

Beam center: 7819cd

Thin dashed lined: Indicates 50% of Peak
Beam angle(50%6): 47.9 degree

Field angle(10%06): 54 degree

Full intensity in 7000K

Flux out:3577 la

6.562ft | 133.4,169.3fc 5.791f¢
n 1436,18221x 176.52cn

13,12t | 33.35,42.32fc 11,58t
4m | 359.0,455.51x 353.04cm

19.69ft | 14.82,18.8lfc 17,376t
6m | 159.6,202.51x 529.56cm

26.25ft | 8,338,10.58fc 23.17%
Bm | 89.75,113.91x

32,811t
10m

57.44,72.89 862.6lcn

Hedght 1/2 peak:d47.9 deg

1/10 peak:54 deg

Eavg, Enax Diameter

Isolux diagram (Unit: I1x)

C0 PLANE ISOLUX DIAGRAM (UNIT:1lx)
MH (m}

14

i

22| _— "")\x
26 - \\
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34
38
a4z
‘I
a6 |
0.0 17.0 34.0
. 44.0 7.30 S (m}
36.0 5.80
29.0 2.60
22.0 2.90
[ 15.0 2.20

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

3200K

20 E150Z 3200_01_3202K

R15 |75.0
\ \ |
0 20 40 60 80 100

MEER = B measurement mode=ambient light iR = 3202K CCT=3202K \

20 E150Z 3200_01_3202K

1.0

0.8+

0.6+

=

=

=<

jring

=

relative val
0.4 —|

02—

0.0
38

i&{’([nm] wavelenght(nm)

MEER = DK measurement mode=ambient light &i8 = 3202K CCT=3202K

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

20 E150Z 3200_01_3202K

TM-30-15 Vector Graphic

WMBESE = TS measurement mude:ambieﬁt light 38 = 3202K CCT=3202K
Rf = 82 | Rg = 115 I Ra=827

M= = TSy measurement mode=ambient light
iR = 3202K CCT=3202k E#8iE = 6000K LBiEEY = -146MK™*

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

Measurement mode : Ambient Light

Color space/white point: HSI D65

CCT [K] 3202

Auv -0.0099

Lux [Ix] 1780

Benchmark color temperature [K] 6000

LB Index [MK™"] -146

LB Camera filter 80C 80D

LB Color filter E201 FULL CTB

CCIndex 1.0G

CC Camera filter CC20G

CC Color filter E278 1/8 PLUS G E278 1/8 PLUS G

CRIRa 82.7

CRIR182.9

CRIR297.1

CRIR372.3

CRI R4 78.2

CRIR5 88.1

CRI R6 95

CRIR7 83.4

CRI R8 64.8

CRIR933.5

CRIR10 89

CRIR1176.6

CRIR1278.1

CRIR13 87

CRIR14 80.9

CRIR1575

TM-30-15 Rf 82

TM-30-15 Rg 115

SSIt 60

SSid 39

SSIT ---

SSI2 ---

TLCI 74

TLMF -

CIE1931x 0.411

CIE1931y0.371

Hue 27deg

Saturation 53%

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

5600K

20 E150Z 5600_01_5601K

|o4.3
R15 |s0.9
\ | | |
0 20 40 60 80 100
MBER = FEK measurement mode=ambient light i = 5601K CCT=5601K |
. 20 E150Z 5600_01_5601K

0.84

0.6

=
=
=
<
m
=

ative va
0.4

rei

0.2

0.0+

}E&[nm] wavelength(nm)
FSER - TRE measurement mode=ambient light il = 5601K CCT=5601K

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

20 E150Z 5600_01_5601K

TM-30-15 Veector Graphic

MBS = TS measurement mode=ambieft light @38 = 5601K CCT=5601K |
Rf = 80 | Rg = 109 | Ra = 84.7 |

MSssk = EY measurement mode=ambient light
I8 = 5601K CCT=5601K EEGIE = 6000K | LBiEE = -12MKt

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

Measurement mode : Ambient Light

Color space/white point: HSI D65

CCT [K] 5601

Auv -0.0115

Lux [Ix] 1740

Benchmark color temperature [K] 6000

LB Index [MK™"] -12

LB Camera filter 82A

LB Color filter E218 1/8 CTB

CCIndex 1.3G

CC Camera filter CC10G CC025G

CC Color filter E246 1/4 PLUS G

CRIRa 84.7

CRIR190.9

CRIR292.5

CRIR368.9

CRIR4 84

CRIR596.5

CRI R6 84.7

CRIR7 85.2

CRIR8 75.2

CRIR947.1

CRIR1073.3

CRIR11 83.9

CRIR12 60.2

CRIR1394.3

CRIR1479.9

CRIR15 80.9

TM-30-15 Rf 80

TM-30-15 Rg 109

SSIt 33

SSid 55

SSIT ---

SSI2 ---

TLCI 78

TLMF -

CIE1931 x 0.3304

CIE1931y0.3178

Hue 336deg

Saturation 10%

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

7000K(full on)

20 E150Z FULLON_01_7213K

100

MEE, = BE  measurement mode=ambient light &i8 = 7213K CCT=7213K |

20 E150Z FULLON_01_7213K

1.0

0.8

0.6

FAH

relative va
0.

0.2

HEHnm] wavelength(nm)
FUSHER - TREsk measurement mode=ambient light @38 = 7213K CCT=7213K

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

20 E150Z FULLON_01_7213K

TM-30-15 Vector Graphic

MEEL = IWEY  measurement mcde:ambi(*nt light iR = 7213K CCT=7213K \
Rf=70 | Rg = 102 | Ra =849 \

LLON_01_7213K
G

MEE = FE¥% measurement mode=ambient light
&I = 7213K CCT=7213K EERIE - 6000K | LBl = 28MK 1 | CCisi = 036

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



ACCLAIM LED ZOOMSPOT

Measurement mode : Ambient Light

Color space/white point: HSI D65

CCT [K] 7213

Zuv 0.0005

Lux [Ix] 1790

Benchmark color temperature [K] 6000

LB Index [MK™] 28

LB Camera filter 81B

LB Color filter E223 1/8 CTO

CCIndex 0.3G

CC Camera filter -----

CC Color filter -----

CRIRa 84.9

CRIR193.3

CRIR2 84.7

CRIR369.9

CRI R4 86.6

CRIR5 88.9

CRIR6 76.7

CRIR7 87.3

CRIR891.8

CRIR992.9

CRIR1056.2

CRIR11 83.8

CRIR12 46.2

CRIR1390.4

CRIR14 81.9

CRIR1597.2

TM-30-15 Rf 79

TM-30-15 Rg 102

SSit 21

SSid 53

SSIT ---

SSI2 ---

TLCI 77

TLMF -

CIE1931 x 0.3035

CIE1931y 0.3146

Hue 241deg

Saturation 5%

** All rights reserved. Improvement and changes to specifications, design and all contents in this catalog, may be made at any time without prior notice.



